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Enhancing the precision of a measurement requires maximizing the information that can be gained
about the quantity of interest from probing a system. For optical based measurements, such an
enhancement can be achieved through two approaches, increasing the number of photons used
to interrogate the system and using quantum states of light to increase the amount of quantum
Fisher information gained per photon. Here we consider the use of quantum states of light with
a large number of photons, namely the bright single-mode and two-mode squeezed states, that
take advantage of both of these approaches for the problem of transmission estimation. We show
that, in the limit of large squeezing, these states approach the maximum possible quantum Fisher
information per photon for transmission estimation that is achieved with the Fock state and the
vacuum two-mode squeezed state. Since the bright states we consider can be generated at much
higher powers than the quantum states that achieve the maximum quantum Fisher information per
photon, they can achieve an much higher absolute precision as quantified by the quantum Crame´r-
Rao bound. We discuss the effects of losses external to the system on the precision of transmission
estimation and identify simple measurements techniques that can saturate the quantum Crame´r-Rao
bound for the bright squeezed states even in the presence of such external losses.
I. INTRODUCTION
There is currently a significant interest in taking ad-
vantage of quantum resources for applications that range
from quantum enhanced sensing [1–5] to quantum simu-
lations [6, 7] to quantum communications [8–11]. Among
these applications, quantum enhanced sensing is the most
likely to find its way in to real-life devices in the near
future. In particular, optical based quantum enhanced
sensing, for which quantum states of light play a very
prominent role [12], has already led to significant en-
hancements for gravitational wave detection. Advanced
LIGO now uses a vacuum single-mode squeezed state in-
jected into the unused port of the interferometer to de-
crease the noise below the standard quantum limit [13].
While most of the work on quantum enhanced sens-
ing with light has focused on phase estimation [13–16],
as is the case with LIGO, the promise of quantum en-
hanced devices and measurements has recently led to an
increased interest in the estimation of other parameters,
such as transmission through an optical system [17–22].
In performing these studies, the quantum Crame´r-Rao
bound (QCRB) [23–25], which sets the limit to the pre-
cision that can be achieved in the estimation of a pa-
rameter, provides an absolute metric that can be used
to compare sensitivity limits when proving the system of
interest with different states, either quantum or classical.
Here, we focus on the problem of transmission esti-
mation as it is at the heart of a number of applica-
tions. For example, enhanced transmission estimation
can tighten theoretical bounds for quantum-enhanced
measurement schemes [2, 3, 26], can enable precise cali-
bration of photodiodes and other optical systems, can set
limits to key rate in quantum communications [27, 28],
and can enhance sensors whose operation is dependent
on a change in transmission [4]. For this problem, it has
been shown that the Fock state [19] and the vacuum two-
mode squeezed state (vTMSS) [20] give the ultimate limit
in sensitivity for a given number of probing photons and
that the vacuum single-mode squeezed state approaches
this limit for large transmissions [18]. However, these
states can only be generated with a low number of pho-
tons, which limits their ability to surpass the classical
state-of-the-art as the sensitivity increases with number
of probing photons. Thus, classical states of light, which
can easily be generated with high powers, can achieve
a higher absolute sensitivity (or lower QCRB) than the
optimal quantum states.
In order to overcome the limitations of the optimal
quantum states, we propose the use of quantum states
that can be generated with a macroscopic number of pho-
tons, such as bright single-mode squeezed states (bSMSS)
and bright two-mode squeezed states (bTMSS). We show
that these states have a sensitivity for a given number of
probing photons that is much higher than the one for a
classical coherent state and approaches that of the Fock
state and vTMSS in the limit of large squeezing. Thus,
these states can lead to an enhancement both due to
their large number of photons and their quantum prop-
erties, giving an overall lower QCRB. While the QCRB
provides the limit for precision in the estimation of a pa-
rameter, the problem of finding a measurement that satu-
rates it is not a trivial one and is not always possible. We
show that optimized intensity measurements saturate the
2QCRB for both the bSMSS and bTMSS. Furthermore, we
show that these schemes still saturate the QCRB even in
the presence of losses external to the system under study.
These results provide a way to surpass the classical-state-
of-the-art for real-life practical applications where there
is a limit to the maximum power that can be used to
probe a system.
II. QUANTUM CRAME´R-RAO BOUNDS
The problem we consider, shown schematically in
Fig. 1, is the use of either a single- or a two-mode state
of light to estimate the unknown transmission T of a sys-
tem. In the proposed configuration one of the modes
is used to directly probe the system. When the state
consists of two modes, the second mode is used as an
auxiliary mode that can serve as a reference. After in-
teracting with the system, measurements on the mode(s)
are performed to estimate the transmission. We take the
number of photons used to probe the system, i.e. mean
number of photons in the probe mode right before the
system (〈nˆp〉r), as the resource for the parameter esti-
mation problem. We therefore compare the transmission
estimation QCRB for different states with the same num-
ber of photons probing the system. To consider more re-
alistic operational conditions, we study the effects of loss
external to the system both before the system, to allow
an extension to mixed states, and after the system, to
account for detection inefficiencies, as well as losses on
the auxiliary mode.
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FIG. 1. Configuration for the estimation of the unknown
transmission T of a system. We use a beamsplitter to model
the transmission through the system and consider the use of
both single- and two-mode states of light. One of the modes
is used to probe the system, while for the case of a two-mode
state the second mode serves as an auxiliary mode. We con-
sider losses external to the system for the probe with a trans-
mission Tp before and ηp after the system. The auxiliary
mode is subject to a transmission ηa before detection.
To model the system we use a beamsplitter (BS), which
is the most often used model for linear transmission [29].
As a model for transmission, one input port of the BS
couples in the probe mode while the other port, which is
assumed to be unaccessible, couples in the vacuum. At
the output, one port corresponds to the transmitted por-
tion of the probe mode while the other port corresponds
to the portion of the probe mode that is lost to the en-
vironment and is undetectable. The unitary operation
performed by the BS is given by the operator [29]
Bˆ = ecos
−1(
√
T )(aˆ†paˆν−aˆpaˆ†ν), (1)
where aˆp (aˆν) is the annihilation operator of the probe
(vacuum) mode and T is the intensity transmission of the
system. Without loss of generality, the amplitude trans-
mission is taken to be real as the parameter of interest is
the intensity transmission and not the phase. The same
BS model is used to take into account losses external to
the system.
In estimating a parameter such as transmission, the
Crame´r-Rao bound [23–25], given by the inverse of the
Fisher information F (T )
〈
∆2T
〉 ≥ 1
F (T )
, (2)
provides a lower bound for the estimation uncertainty of
the parameter of interest (
〈
∆2T
〉
). In defining Eq. (2),
there is a bound given by the inverse of the classical
Fisher information, FC(T ), which is a metric for distin-
guishability of the distribution of measurement results
for different values of the parameter. Thus, the so called
classical Crame´r-Rao bound is dependent on the mea-
surement apparatus and is based on measurement results.
The classical Crame´r-Rao bound can be generalized by
optimizing over all possible measurements to maximize
the classical Fisher information. This approach leads to
the so called quantum Fisher information (QFI), FQ(T ),
which is a metric for distinguishability of the density ma-
trix of the state after interacting with the system for dif-
ferent values of the parameter. Therefore, in accordance
with Eq. (2), the QCRB states that the lowest variance
in the estimation of a parameter for a given state and
system is given by the inverse of the QFI.
It is also possible to calculate an upper bound for
the QFI that can serve to identify the optimal quan-
tum states and thus provide an “ultimate” bound for the
estimation of transmission. Following the method intro-
duced by Escher et al. [30], we assume that the portion of
the probing mode that leaves the BS through the output
port that is coupled to the environment can be measured
and therefore no information, encoded in the number of
photons, is lost. While non-physical, this assumption sets
an upper limit for realistic QFIs. Measuring the number
of photons leaving both output ports of the BS, we find
that the maximum QFI, Fmax(T ), for any state is given
by
FC(T ) ≤ FQ(T ) ≤ Fmax(T ) =
〈nˆp〉r
T − T 2 , (3)
which is equal to the result found in [18]. When FQ =
Fmax the probing state acquires the maximum QFI of
any state and when FC = FQ the implemented mea-
surement strategy is able to extract the maximum infor-
mation about the parameter of interest and represents
the optimal measurement strategy. Thus, when all three
3quantities are equal, the ultimate sensitivity limit in the
estimation of T is achieved for a given number of probing
photons 〈nˆp〉r.
Since transmission estimation scales as the inverse of
the number of probing photons, we can define an estima-
tion function, Λ(T ) =
〈
∆2T
〉 〈nˆp〉r, as the inverse of the
QFI per photon or, equivalently, the QCRB multiplied
by the number of probing photons. This makes it possi-
ble to discuss the sensitivity that can be obtained when
probing a system with a certain state independent of the
number of photons used to probe it, while still discussing
the QCRB that takes into account the number of prob-
ing photons. Below, we show that bright squeezed states
have estimation functions that approach the one of the
vTMSS and Fock state in the limit of large squeezing.
A. Estimation Function for Pure States
It has been previously shown that both the Fock
state [19] and the vTMSS [20] can saturate the maxi-
mum limit for the QFI, Fmax(T ), and as a result are the
optimal quantum states for transmission estimation for
a given number of photons. Their estimation functions
are given by
ΛvTMSS = ΛFock = Λmin = T − T 2. (4)
For the Fock state, this result can be understood given
that probing with exactly N photons and measuring
N − Ne photons on the output implies that exactly Ne
photons were lost to the environment. While Ne is dif-
ferent for each realization, the information lost to the
environment can be recovered from the transmission due
to perfect knowledge of the number of incident photons
and the relation between the two output ports of the BS
from energy conservation. For the vTMSS, the fact that
photons in the two modes are always present in pairs
makes it such that any photon lost in the probe mode
will have its pair photon still present in the auxiliary
mode. As such, the number of photons lost to the en-
vironment is the same as the photon number difference
between the probe and auxiliary modes. In fact, this
property has been previously proposed and used for the
absolute calibration of the quantum efficiency of photon
counting detectors and photodiodes [31–33].
While the Fock state and the vTMSS have the low-
est possible estimation function, currently they can only
be generated with a low mean photon number [34, 35].
Thus, in practice, even coherent states can reach a lower
QCRB due to the fact that they can be generated with a
very large number of photons that can be used to probe
the system. To overcome this limitation of the Fock
state and vTMSS, we consider the use of bright squeezed
states, both the bTMSS and bSMSS, which can be gen-
erated with significantly higher mean number of photons
by seeding the parametric process used to generate them.
We first consider the bTMSS for the case in which
the two modes are seeded with coherent states of com-
plex amplitude α for the probe and β for the auxiliary
mode. We calculate its QFI using the method outlined
by Sˇafra´nek et al. [36] and show in Appendix A that it
is given by
F bTMSSQ =
〈nˆp〉vac
T − T 2 +
〈nˆp〉bright
T − T 2 + T 2sech(2s) , (5)
where 〈nˆp〉vac = sinh2(s) is the number of spontaneously
generated photons and 〈nˆp〉bright = |α|2 cosh2(s) +
|β|2 sinh2(s) − |α||β| cos(Θ) sinh(2s) is the number of
stimulated photons in the probe mode. The s param-
eter [37, 38] characterizes the rate of photon pair gener-
ation, Θ takes into account the phases of the squeezing
process and input seed coherent states, and |α|2 (|β|2) is
the mean number of seed photons for the probe (auxil-
iary) mode. Through out the paper, we use the approach
introduced by Yuen [39] of applying the squeezing uni-
tary on the input seed coherent states. Such an approach
more closely resembles the experimental approach of us-
ing coherent states to seed the parametric process that
generates the bright squeezed states.
In the bright seed limit in which the stimulated term
dominates the QFI we can drop the first term on the right
hand side of Eq. (5), such that the bTMSS estimation
function takes the form
ΛbTMSS = T − T 2 [1− sech(2s)] . (6)
In this limit, the number of probing photons are given
by 〈nˆp〉r ∼= 〈nˆp〉bright, as we can ignore the contribu-
tion of the spontaneously generated photons. As can be
seen from Eq. (6), as s increases ΛbTMSS → Λmin, which
means that for the same number of photons the bTMSS
tends towards the ultimate limit given by the Fock state,
as shown in Fig. 2(a). With experimentally realizable
levels of squeezing, with s ≈ 2 [40], the bTMSS does
not reach the same estimation function as the Fock state
and vTMSS, though the difference between the estima-
tion functions is small, as seen in Fig. 2(c). The bTMSS,
however, can be generated with significantly higher pow-
ers than either the Fock state or vTMSS, with ∼1 mW
of power for the probing beam [38]. This translates to a
photon flux of ∼1015 photons/second at 800 nm, a level
Fock states [41] and even bright vTMSS [34, 35] cannot
reach. Thus, if we take into account the maximum num-
ber of probing photons that can be generated in prac-
tice, the bTMSS has a QCRB many orders of magnitude
smaller that either the Fock state or vTMSS.
Next, we consider the bSMSS, for which all the photons
generated by the source are used to probe the system. We
again use the technique from Sˇafra´nek et al. and follow
a procedure analogous to the one shown in Appendix A
to show that the estimation function takes the form
ΛbSMSS = T − T 2 (1− e−2s) (7)
when the system is probed with an amplitude bSMSS.
This equation matches the results from reference [18],
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FIG. 2. Estimation function as a function of transmission
for the (a) bTMSS and (b) bSMSS for different values of s: 0
(blue dotted), 0.5 (red short dashed), 1.0 (yellow dot-dashed),
1.5 (purple long dashed), and 2.0 (green solid). As can be
seen, the bSMSS estimation function is always lower than the
one for the bTMSS for the same value of s. (c) Comparison of
the estimation functions for the coherent state (blue dotted),
bTMSS (red short dashed), bSMSS (green long dashed), and
Fock/vTMSS (purple solid) for an s value of 2 for the squeezed
states. The bright squeezed state estimation functions are
close to the ultimate limit established by the Fock and vTMSS
and much lower than the one for the coherent state.
which treats the general case of a single-mode Gaussian
state.
As can be seen in Fig. 2, the bSMSS has a lower esti-
mation function than the bTMSS. Thus, in theory the
bSMSS would be a better option for transmission es-
timation, as it makes better use of quantum resources.
In practice, however, the presence of an auxiliary mode
makes it possible to perform differential measurements
that can cancel classical technical noise that would oth-
erwise limit or completely inhibit any quantum enhance-
ment. Therefore, careful considerations of the experi-
mental limitations need to be made when deciding be-
tween the use of a bSMSS or a bTMSS.
In the limit in which the squeezing parameter, s, tends
to zero the estimation functions for the bTMSS and
bSMSS become the same as the one for the coherent
state, as would be expected, that is
ΛbTMSS
ΛbSMSS
}
⇒
s→0
ΛCoh = T. (8)
Thus, the QCRB for the coherent state scales linearly
with transmission in the same way as the intensity vari-
ance of this shot-noise limited state.
As can be seen in Fig. 2, both the bTMSS and bSMSS
are able to obtain a very significant quantum enhance-
ment for the same number of probing photons for large
transmission in the limit of large squeezing. As the trans-
mission of the system decreases, the estimation function
of all quantum states tend to the one of the coherent
state. This is to be expected, as any state tends to a co-
herent state in the presence of losses due to the vacuum
that couples in through one of the input ports of the BS.
Thus, in the limit of low transmission, the noise will be
dominated by the vacuum noise.
B. QCRB for Mixed States
For realistic operational conditions, it is difficult to
generate a pure optical quantum state, propagate it with-
out loss to the system, and then perfectly detect it. It
is therefore important to consider the impact of these
imperfections. Here, we consider the case in which it
is possible to generate a pure state and any mixedness
of the state results from a loss mechanism that can be
modeled as a BS.
To take into account such sources of losses external
to the system of interest, the probe mode is transmitted
through a BS before and after the system with intensity
transmission Tp and ηp, respectively, while the auxiliary
mode is transmitted through a BS with intensity trans-
mission ηa, as shown in Fig. 1. In the presence of these
external losses, we still consider the resources to be given
by the number of photons incident on the system of in-
terest, such that 〈nˆp〉r = Tp 〈nˆp〉0, where 〈nˆp〉0 is the
number of probe photons generated by the source. The
losses after the system for the probe and total losses for
the auxiliary mode make it possible to take into account
additional optical losses as well as the effect of an im-
perfect detector, both of which will lead to the loss of
information.
We show in Appendix B that once we take these loss
mechanisms into account, the estimation functions take
the form
ΛCoh =
T
ηp
(9)
ΛbTMSS =
T
ηp
− T 2TpHa [1− sech(2s)] (10)
ΛbSMSS =
T
ηp
− T 2Tp
(
1− e−2s) (11)
ΛFock =
T
ηp
− T 2Tp, (12)
where Ha is given by
Ha =
(2ηa − 1)
[
1 + 2 sinh2(s)
]
1 + 2ηa sinh
2(s)
. (13)
Note that the effects of losses for the auxiliary mode are
all contained in Ha, such that when the auxiliary mode
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FIG. 3. Effect of losses before the system on the estima-
tion function for the Fock state (black), bSMSS (green), and
bTMSS (magenta) with ηa = ηp = 0.98. We consider Tp of 1
(solid), 0.90 (dash), and 0.80 (dotted). A squeezing parameter
of s = 2 is used for the squeezed states.
is perfectly detected, ηa = 1, then Ha = 1. At 50% loss
of the auxiliary mode, Ha = 0 and the bTMSS estima-
tion function is the same as the coherent state estimation
function. As the loss increases above 50%, Ha becomes
negative and second term on the right hand side changes
sign, which leads to an estimation function larger than
the one for a coherent state. Thus, low loss of the aux-
iliary mode is needed in order to obtain a quantum en-
hancement with the bTMSS. As can be seen from these
equations, while the bTMSS estimation function has the
same relation to losses of the probing beam as the single-
mode states, it is further degraded by losses of the aux-
iliary mode through Ha. This, for example, makes the
bTMSS more susceptible to detection efficiencies than
the bSMSS.
The linear term on the right hand side of the estima-
tion functions for the states considered is the same for
all of them and is the only term affected by probe losses
after the system. As can be seen from Eq. (9), this term
is the classical limit for estimating transmission. When
photons are lost after the system the QFI they carry
is also lost, which leads to an increased variance in the
transmission estimation. As can be seen from the equa-
tions above, the quadratic term depends on the intensity
noise or intensity correlations of the overall state that is
considered.
To study the effect of using a mixed state to probe the
system, in Fig. 3 we compare the estimation functions for
the Fock state, bSMSS, and bTMSS for different losses
on the probe before interacting with the system, Tp. We
consider the case in which the only loss after probing the
system and for the auxiliary mode is due to the quan-
tum efficiency of the photodiodes, which is taken to be
the same for both of them. The effect of losses before
the system on the estimation function is more signifi-
cant for higher transmissions of the system, T , due to
the larger quantum enhancement that can be achieved in
this limit. This is a result of the quadratic term, which
gives the quantum enhancement, decreasing linearly with
pre-system transmission, Tp. This can be understood by
considering that the intensity variance of the quantum
states tends towards a Poissonian distribution, same as
the statistics of a coherent state, as losses increase. Thus,
as the transmission before the sample tends to zero, the
state tends towards a coherent state and the quadratic
term tends to zero.
III. MEASUREMENTS THAT SATURATE THE
QCRB
While the QCRB provides a fundamental limit to the
sensitivity that can be achieved for a given quantum
state, it does not provide a means to identify a measure-
ment that can saturate it. Finding such measurements
is non-trivial and, in general, may not be physically im-
plementable. Here we show that for the bright squeezed
states there exists a physical measurement that saturates
the QCRB, one that can be easily implemented with cur-
rent technology.
We show that the Fock, intensity squeezed bSMSS,
and coherent state QCRBs can all be saturated by an
intensity measurement, consistent with previous results
for photon counting with Fock states [19]. This mea-
surement strategy, shown in the top diagram of Fig. 4,
consists of a photodiode (or photon counting detector for
Fock states) used to measure the number of photons in
the probe mode. As shown in Appendix C, when both
the system and external losses are taken into account,
the variance in intensity (photon number) with such a
measurement strategy takes the form〈
∆2nˆp
〉
= (TTpηp)
2
〈
∆2nˆp
〉
0
+ TTpηp(1− TTpηp) 〈nˆp〉0
(14)
where
〈
∆2nˆp
〉
0
and 〈nˆp〉0 are the variance and mean for
the number of photons at the output of source, respec-
tively. As expected, as the total transmission decreases,
the states tend towards a coherent states for which the
variances is equal to the mean. The uncertainty in trans-
mission estimation for the intensity measurement can
then be obtained through error propagation to be given
by
〈
∆2T
〉
=
T
ηp 〈nˆp〉r
− T
2Tp
〈nˆp〉r
(
1−
〈
∆2nˆp
〉
0
〈nˆp〉0
)
, (15)
where
〈
∆2nˆp
〉
0
〈nˆp〉0
=


1 coherent state
e−2s bSMSS
0 Fock state
(16)
is the Fano factor for each state. As can be seen by these
results, intensity measurements can saturate the trans-
mission estimation QCRB for coherent states, bSMSS,
and Fock states even in the precesses of losses external
to the system of interest.
We next consider the case of the two-mode state, the
bTMSS. We show that for this state the transmission
estimation QCRB can be saturated by optimized inten-
sity difference measurements, nˆg− = nˆp − gnˆa, shown on
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FIG. 4. Measurements that saturate the QCRB for the coher-
ent, bSMSS, and Fock state (top) and the bTMSS (bottom).
The top diagram corresponds to an intensity measurement
while the bottom one corresponds to the optimal intensity dif-
ference measurement. The optimal intensity difference mea-
surement has electronic gain on the auxiliary mode detection
as a parameter to maximize the cancelation of the probe mode
fluctuations after subtraction of the two modes.
the bottom diagram of Fig. 4. For this measurement
strategy an electronic gain, g, is used after the auxil-
iary mode photodiode to minimize the measured noise
by optimizing the cancellation of the probe mode power
fluctuations. While in principle it would be possible to
instead optically attenuate the auxiliary mode, as it ef-
fectively scales the measured fluctuations of the auxiliary
mode, it would further reduce the correlations between
the probe and auxiliary modes. Optical loss would ran-
domly remove photons from the auxiliary mode, some of
which could be correlated to photons in the probe mode.
On the other hand, adjusting the gain electronically does
not lead to additional loss of correlations; however, it still
makes it possible to scale the measured auxiliary mode
fluctuations to minimize the intensity difference noise. As
we show, the optimized intensity difference can always
saturate the bound for the case in which the source used
to generate the bTMSS is seeded only with the probe
beam (α 6= 0, β = 0). For the case in which both modes
are seeded (α 6= 0, β 6= 0) the bound is only saturated
for a phase of the parametric process that minimizes the
variance of the optimized intensity difference measure-
ment, that is cos(Θ) = −1.
Following the same procedure as the one used in Ap-
pendix C, we shown that once the system and exter-
nal losses are taken into account, the intensity difference
measurement can be written as〈
∆2nˆg−
〉
=
〈
∆2nˆp
〉
+ g2
〈
∆2nˆa
〉− 2gCov(nˆp, nˆa) (17)
= (TTpηp)
2
〈
∆2nˆp
〉
0
+ TTpηp(1− TTpηp) 〈nˆp〉0
+g2
[
η2a
〈
∆2nˆa
〉
0
+ ηa(1− ηa) 〈nˆa〉0
]
−2gTTpηpηa
( 〈nˆpnˆa〉0 − 〈nˆp〉0 〈nˆa〉0 ), (18)
where Cov(nˆp, nˆa) is the covariance between the photon
numbers in the probe and auxiliary modes and the sub-
script 0 indicates the generated state. Equation (18) is
minimized when the electronic gain is set to
gopt = TTpηp
〈nˆpnˆa〉0 − 〈nˆp〉0 〈nˆa〉0
ηa 〈∆2nˆa〉0 + (1− ηa) 〈nˆa〉0
. (19)
The mean and variance of the optimized intensity differ-
ence measurement are then given by〈
nˆ
gopt
−
〉
= TTpηp 〈nˆp〉0 − goptηa 〈nˆa〉0 (20)〈
∆2nˆ
gopt
−
〉
= (TTpηp)
2
〈
∆2nˆp
〉
0
+TTpηp(1 − TTpηp) 〈nˆp〉0
−(TTpηp)2
(〈nˆpnˆa〉0 − 〈nˆp〉0 〈nˆa〉0)2
ηa 〈∆2nˆa〉0 + (1− ηa) 〈nˆa〉0
.
(21)
Error propagation can then be used to find the un-
certainty in transmission estimation with the optimized
intensity difference measurement, which is given by
〈
∆2T
〉
=
〈
∆2nˆ
gopt
−
〉
∣∣∣∂ Tηp〈nˆp〉r∂T ∣∣∣2
=
T
ηp 〈nˆp〉r
− T
2Tp
〈nˆp〉r
Ha [1− sech(2s)] . (22)
Comparing Eq. (22) with Eq. (10), it can be seen that the
optimized intensity difference measurement saturates the
bTMSS QCRB even in the presence of losses external to
the system of interest. In the derivation of Eq. (22), we
take into account that the partial derivative of Tηp 〈nˆp〉r
with respect to T is the same as the partial derivative on〈
nˆ
gopt
−
〉
. This is due to the auxiliary mode not probing the
system and the optimal gain being a parameter that is set
to minimize the noise around a given transmission level
and does not change when performing a measurement.
IV. CONCLUSION
In conclusion, we have shown that bright quantum
states of light, such as the bTMSS and bSMSS, have a
QFI per photon that approaches the ultimate bound for
transmission estimation, given by the Fock state and the
vTMSS, in the limit of high squeezing. As a result, given
currently available squeezing levels of s = 2, for a system
with T = 99% it would take only ∼ 4.6 (∼ 2.8) times as
many photons for a bTMSS (bSMSS) to obtain the same
absolute precision as the Fock state while it would take
100 times more photons for a coherent state. Given that
the bright quantum states we consider can be generated
with a mean number of photons significantly higher that
either the Fock state or vTMSS, they have a QCRB that
can be many orders of magnitude lower while still offering
a significant quantum advantage over a coherent state.
Additionally, we presented the effects of losses external
to the system under study for both the probe and aux-
iliary modes. External losses in the probe mode reduce
the degree of quantum enhancement for all the states
7discussed. As expected, the estimation functions of all
states tend towards the one of a coherent state as exter-
nal losses previous to the system increase given that the
probing state approaches a coherent state in this limit.
For the bTMSS losses in the auxiliary mode also de-
grade the degree of quantum enhancement, with losses
over 50% causing the bTMSS estimation function to be
higher than the one for the coherent state due to the addi-
tional loss of correlation between the probe and auxiliary
modes.
Furthermore, we have shown that intensity measure-
ments and optimal intensity difference measurements sat-
urate the QCRB for the bSMSS and bTMSS, respec-
tively, even in the presence of external losses. Such mea-
surements can easily be implemented with current tech-
nology and thus offer a path for preforming transmission
estimation at the QCRB. Given the range of applications
for which transmission measurements are needed, the re-
sults presented pave the way to surpass the classical-
state-of-the-art for real-life practical applications where
there is a limit to the maximum power that can be used
to probe a system.
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Appendix A: QFI for pure squeezed states
Following the technique outlined in Sˇafra´nek et al. [36],
Gaussian states can be fully described by their displace-
ment vector, ~d, and covariance matrix, σ , which can be
written in complex form as
~d = Tr[ρ
~ˆ
A] (A1)
σi,j = Tr[ρ{∆Aˆi,∆Aˆ†j}] (A2)
= 2Tr
[
ρ
(
AˆiAˆ
†
j + Aˆ
†
jAˆi
)]
− 2didj , (A3)
where
~ˆ
A = (aˆ1, aˆ2, · · · , aˆn, aˆ†1, aˆ†2, · · · , aˆ†n)T, ∆Aˆi = Aˆi −
〈Aˆi〉, n is the number of modes, aˆi (aˆ†i ) is the annihilation
(creation) operator for the ith mode, {·, ·} is the anticom-
mutation relation, and ρ is the density matrix. Here, we
limit the discussion to the case of 2 modes, probe mode,
1 → p, and auxiliary mode, 2 → a. We work in the
Heisenberg picture and take advantage of the following
relations:
Sˆ†p,aaˆpSˆp,a = aˆp cosh(s)− aˆ†aeiθ sinh(s) (A4)
Sˆ†p,aaˆaSˆp,a = aˆa cosh(s)− aˆ†peiθ sinh(s) (A5)
Bˆ†aˆpBˆ =
√
T aˆp +
√
1− T aˆν (A6)
Dˆ†p(α)aˆpDˆp(α) = aˆp + α (A7)
Dˆ†a(β)aˆaDˆa(β) = aˆa + β, (A8)
where Sˆp,a is the two mode squeezing operator acting on
the seed probe and auxiliary modes and Dˆp (Dˆa) is the
displacement operator for the probe (auxiliary) mode.
For these calculation we used the notation introduced
by Yuen for generating a bTMSS, Sˆp,aDˆp(α)Dˆa(β) |0, 0〉,
which matches the most common techniques of generat-
ing these states experimentally with a parametric ampli-
fier.
With the use of the above relations, we find that for the
TMSS the complex form of the covariance matrix takes
the form
σ = 2


Cov(aˆp, aˆ
†
p) Cov(aˆp, aˆ
†
a) Cov(aˆp, aˆp) Cov(aˆp, aˆa)
Cov(aˆa, aˆ
†
p) Cov(aˆa, aˆ
†
a) Cov(aˆa, aˆp) Cov(aˆa, aˆa)
Cov(aˆ†p, aˆ
†
p) Cov(aˆ
†
p, aˆ
†
a) Cov(aˆ
†
p, aˆp) Cov(aˆ
†
p, aˆa)
Cov(aˆ†a, aˆ
†
p) Cov(aˆ
†
a, aˆ
†
a) Cov(aˆ
†
a, aˆp) Cov(aˆ
†
a, aˆa)

 (A9)
=


T cosh(2s) + 1− T 0 0 −
√
Teiθsinh(2s)
0 cosh(2s) −√Teiθsinh(2s) 0
0 −
√
Te-iθsinh(2s) T cosh(2s) + 1− T 0
−√Te-iθsinh(2s) 0 0 cosh(2s)

 , (A10)
where T is the transmission of the system, s is the am-
plitude of the squeezing parameter for the TMSS, and θ
defines the phase of the squeezing parameter. The diag-
onal terms are given by twice the covariance of the an-
nihilation and creation operators of the probe mode and
auxiliary mode, that is 〈aˆ†i aˆi + aˆiaˆ†i 〉 − 2〈aˆ†i 〉〈aˆi〉. The
non-zero off diagonal terms are the cross terms of the
covariance of the annihilation or creation operators of
each mode, 2〈aˆpaˆa〉 − 2〈aˆp〉〈aˆa〉 for the upper right half
or 2〈aˆ†paˆ†a〉 − 2〈aˆ†p〉〈aˆ†a〉 for the lower left half.
Similarly, the displacement vector can be shown to take
the form
~d =


√
T
[
α cosh(s)− β∗eiθ sinh(s)]
β cosh(s)− α∗eiθ sinh(s)√
T
[
α∗ cosh(s)− βe-iθ sinh(s)]
β∗ cosh(s)− αe-iθ sinh(s)

 , (A11)
where α (β) is the complex field amplitude of the coherent
state seeding of the probe (auxiliary) mode. As can be
seen, ~d is given by the mean values of the creation and
annihilation operators for each mode. The coherent state
seed probe (auxiliary) has a mean photon number |α|2
(|β|2) and a phase arg(α) (arg(β)).
The QFI for a two mode Gaussian state can then be
calculated from the covariance matrix and displacement
vector according to
FQ(T ) =
1
2 (|Σ| − 1)
{
|Σ|Tr
[(
Σ-1Σ˙
)2]
+
√
|I+Σ2|Tr
[((
I+Σ2
)-1
Σ˙
)2]
+4
(
λ21 − λ22
)( λ˙22
λ42 − 1
− λ˙
2
1
λ41 − 1
)}
+2 ~˙d†σ-1 ~˙d, (A12)
where |·| is the determinant, I is the 4×4 identity matrix,
Σ = k.σ is the symplectic form of the covariance matrix,
k = diag(1, 1,−1,−1), Σ˙ is the element-wise derivative
with respect to T , and λi are the symplectic eigenvalues
9of Σ. For each symplectic eigenvalue λi there exist an-
other eigenvalue −λi, which is why equation (A12) only
uses 2 eigenvalues. For our case, the positive symplectic
eigenvalues for the TMSS can be calculated to be
λ1 = 1 (A13)
λ2 = T + (1− T ) cosh(2s). (A14)
Since λ1 = 1 the derivative term, λ˙
2
1 / (λ
4
1 − 1), is set to
zero and in general a correction factor would need to be
added. However, the correction factor is zero in our case.
Using Eq. (A12) we show the QFI takes the form
FTMSSQ =
sinh2(s)
T − T 2 +
|α|2 cosh2(s) + |β|2 sinh2(s)− |α||β| cos(Θ) sinh(2s)
T − T 2 + T 2sech(2s) (A15)
=
〈nˆp〉vac
T − T 2 +
〈nˆp〉bright
T − T 2 + T 2sech(2s) , (A16)
where Θ = θ− arg(α)− arg(β) is the phase of the para-
metric process and sets which quadratures are squeezed
or anti-squeezed. Thus, the phase of the QFI only de-
pends on a single phase that is a linear combination of
the squeezing phase and the phases of the input seeds, if
both modes are seeded. As can be seen, the QFI is max-
imized for the double seeded case when cos(Θ) = −1,
which corresponds to the phase that minimizes the in-
tensity difference noise. The vacuum contribution in the
QFI results form first three terms in Eq. (A12), while the
bright contribution in the QFI results from the fourth
term that deals with displacement.
In the main text we consider the limit in which the
stimulated or bright term, 〈nˆp〉bright, dominates over the
spontaneous one 〈nˆp〉vac. This happens when
〈nˆp〉bright ≫ [1− T + T sech(2s)]
1− T 〈nˆp〉
vac
(A17)
≫ 〈nˆp〉vac + T sech(2s)
1− T 〈nˆp〉
vac
(A18)
For T < 50%, the first term on the right hand side of
Eq. (A18) dominates and the bright limit is reached when
there are more photon generated from seeding than spon-
taneously generated. For T > 90% the second term can
be an order of magnitude higher than the first and as
T → 100%, this term dominates and sets the bright
limit. For large squeezing, taking into account that
〈nˆp〉vac = sinh2(s), we have that
lim
s→∞
sech(2s) sinh2(s)→ 1
2
, (A19)
a non-zero finite value such that the bright limit for trans-
missions near one can be approximated as
〈nˆp〉bright ≫ 1
2
(
T
1− T
)
. (A20)
This shows that the higher the transmission, the more
seed probe photons are needed for the bright term to
dominate.
The same approach can be used for the SMSS if we
consider the auxiliary mode to be an uncorrelated coher-
ent state. The lack of correlation between the states will
make it such that the coherent state drops out of the
calculations and does not contribute to the QFI. In this
case the covariance matrix and displacement vector are
σ =


T cosh(2s) + 1− T 0 −Teiθ sinh(2s) 0
0 1 0 0
−Te-iθ sinh(2s) 0 T cosh(2s) + 1− T 0
0 0 0 1


(A21)
~d =


√
T
(
α cosh(s)− α∗eiθ sinh(s))
β√
T
(
α∗ cosh(s)− αe-iθ sinh(s))
β∗

 . (A22)
If we again specialize to the contribution from the bright
portion, the QFI for the bSMSS can be shown to take
the form
FQ(T ) = 2 ~˙d
†σ-1 ~˙d (A23)
= |α|2T + (1− T ) [cosh(2s)− cos(Θ) sinh(2s)]
T (1− 2T (1− T )[1− cosh(2s)]) ,
(A24)
where Θ = θ + 2arg(α). When the bSMSS is amplitude
squeezed, cos(Θ) = 1, the QFI is maximized simplifies to
FQ(T ) =
〈np〉r
T − T 2 (1− e−2s) , (A25)
with 〈np〉r = |α|2e−2s.
For both bright squeezed states, setting the squeezing
parameter to zero returns the coherent state QFI. For the
case of the bTMSS seeded with both a probe and aux-
iliary modes, the auxiliary coherent state does not con-
tribute to the QFI, as was the case for the above calcula-
tions for the bSMSS, and the resulting QFI corresponds
to the one of having a single coherent state probing the
system.
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Appendix B: Effects of losses external to the system
on the QFI
Given that Gaussian states remain Gaussian after any
loss mechanism, the same approach as the one used to
calculate the QFI in Appendix A can be use to take into
account external losses for the cases of the TMSS and
SMSS. After taking into account the external losses on
the probe and auxiliary modes, the TMSS covariance ma-
trix takes the form
σ =


TpTηp cosh(2s) + 1− TpTηp 0 0 −
√
TpTηpηae
iθsinh(2s)
0 ηa cosh(2s) + 1− ηa −
√
TpTηpηae
iθsinh(2s) 0
0 −√TpTηpηae−iθsinh(2s) TpTηp cosh(2s) + 1− TpTηp 0
−√TpTηpηae−iθsinh(2s) 0 0 ηa cosh(2s) + 1− ηa

 ,
(B1)
while the displacement vector becomes
~d =


√
TpTηp
[
α cosh(s)− β∗eiθ sinh(s)]√
ηa
[
β cosh(s)− α∗eiθ sinh(s)]√
TpTηp
[
α∗ cosh(s)− βe−iθ sinh(s)]√
ηa
[
β∗ cosh(s)− αe−iθ sinh(s)]

 . (B2)
The transmission of the additional beamsplitters used to
model losses are multiplicative and as a result do not
alter the functional form of the covariance matrix and
displacement vector beyond the effect on the auxiliary
mode, since there was no loss originally in that mode.
The symplectic eigenvalues, however, do change due to
the additional losses and take the form
λ1 = (TpTηp − ηa) sinh2(s) +
{
1− ηa + TpTηp (2ηa − 1)
+ [ηa + TpTηp (1− 2ηa)] cosh(2s)
+ (TpTηp − ηa)2 sinh4(s)
}1/2
(B3)
λ2 = (TpTηp − ηa) sinh2(s)−
{
1− ηa + TpTηp (2ηa − 1)
+ [ηa + TpTηp (1− 2ηa)] cosh(2s)
+ (TpTηp − ηa)2 sinh4(s)
}1/2
. (B4)
As can be seen, the eigenvalues have additional terms
due to the losses in the auxiliary mode. In the limit
in which there are no losses on the auxiliary mode, the
eigenvalues would be the same as for the pure state with
T → T (Tpηp).
The same approach can be used for the two Gaussian
single-mode states we consider, the SMSS and the coher-
ent state. In the presence of losses, the SMSS will have a
similar covariance matrix and displacement vector as the
ones in Appendix A but with T → TpTηp. The QFI for
the coherent state can once again be obtained from the
QFI for the bTMSS or bSMSS by taking s→ 0. Alterna-
tively, it is possible to calculate the QFI for the coherent
state directly, in which case only the fourth term on the
right hand side of Eq. (A12) is non-zero. In this case the
displacement vector would change to take the additional
losses into account while its covariance matrix is always
of the form diag(1, 1, 1, 1).
For the Fock state a different approach needs to be
taken as it is not a Gaussian state. In this case, we can
derive the lossy QCRB from its density matrix, which
takes the form
ρlossyFock =
n∑
k=0
n!
k!(n− k)! (TpTηp)
k (1−TpTηp)n−k |k〉〈k|,
(B5)
where n is the number of photons generated. The QFI
can be calculated through the use of the following equa-
tion [25]
FFockQ = 2
n∑
k,k′=0
∣∣∣〈k|∂ρlossyFock∂T |k′〉∣∣∣2
ρk + ρk′
, (B6)
where ρk = 〈k|ρlossyFock |k〉.
Appendix C: Optimal measurement for a single
mode
As mentioned in the main text, intensity measure-
ments, or photon counting for the Fock state, can sat-
urate the QCRB for the considered single-mode states.
The variance for an intensity measurement is given, after
writing in normal ordering, by
〈
∆2nˆ
〉
=
〈
aˆ†aˆ†aˆaˆ+ aˆ†aˆ
〉− 〈aˆ†aˆ〉2 . (C1)
Once losses, modeled as a BS, are taken into account, the
intensity variance takes to form
〈
∆2nˆ
〉
=
〈
Bˆ†aˆ†aˆ†aˆaˆ+ aˆ†aˆBˆ
〉
−
〈
Bˆ†aˆ†aˆBˆ
〉2
(C2)
= T 2
〈
∆2nˆ
〉
0
+ T (1− T ) 〈nˆ〉0 , (C3)
where
〈
∆2nˆ
〉
0
and 〈nˆ〉0 are the variance and mean before
losses, respectively. As expected, as the transmission de-
creases the intensity variance tends towards the variance
of a coherent state,
〈
∆2nˆ
〉
coherent
= 〈nˆ〉.
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For multiple sources of loss, the intensity variance takes
the form〈
∆2nˆ
〉
= T 22
〈
∆2nˆ
〉
T1
+ T2(1− T2) 〈nˆ〉T1 (C4)
= T 22
(
T 21
〈
∆2nˆ
〉
0
+ T1(1− T1) 〈nˆ〉0
)
+T2(1− T2)T1 〈nˆ〉0 (C5)
= (T2T1)
2 〈
∆2nˆ
〉
0
+ T2T1 (1− T2T1) 〈nˆ〉0 ,
(C6)
where T1 is the initial transmission followed by a trans-
mission of T2. As expected, the variance takes the same
form as the one for as a single BS with transmission
T = T1T2 as the transmissions are multiplicative in this
case.
To convert the variance in the intensity measurement
to a variance in transmission measurement, we use the
error propagation equation
〈
∆2T
〉
=
〈
∆2nˆp
〉
∣∣∣∂〈nˆp〉∂T ∣∣∣2
, (C7)
with an intensity variance with external losses before and
after the system〈
∆2nˆp
〉
= (TpTηp)
2 〈∆2nˆp〉0 + TpTηp(1− TpTηp) 〈nˆp〉0 ,
(C8)
and a mean photon number
〈nˆp〉 = TpTηp 〈nˆp〉0 . (C9)
Thus, the variance in the estimation of the transmission
from an intensity measurement takes the form
〈
∆2T
〉
=
(TpTηp)
2〈∆2nˆp〉0+TpTηp(1−TpTηp)〈nˆp〉0∣∣Tpηp 〈nˆp〉0∣∣2 ,
(C10)
which can be rewritten as
〈nˆp〉r
〈
∆2T
〉
=
T
ηp
− T 2Tp
(
1−
〈
∆2nˆp
〉
0
〈nˆp〉0
)
. (C11)
As can be seen from Eq. (C11), for any single-mode state
intensity measurements result in a transmission estima-
tion enhancement with respect to a coherent state that
depends on the Fano factor of the probing state.
It is important to note that intensity measurements
will not saturate the QCRB for transmission estimation
for any single-mode state. For example, the vacuum
single-mode squeezed state has a Fano factor that is twice
that of a thermal state but in the limit of high transmis-
sions its QCRB approaches the ultimate limit.
